
They are used for control of single or double doors of transport vehicles 
by means of pressure air. Combines needed functions like controlling of 
door speed, signalization of pressure in system, signalization of reverse, 
controling of door locks etc.... In cooperation with emergency valves 
ensure safety filling after emergency open.

Design: Slide valve 5/3 or 5/2 with additional valves.

Control blocks OB

Funkction:

Type:

2 3 4 5 87

2221181716151410

1
Pos. Page Název EN System Door 

leaves Equipment

1 3_1_1_1 CONTROL BLOCK OB 1A 5/3 2 2 x PSR, CL, MPS,   
2 x 2 VCS

2 3_1_1_2 CONTROL BLOCK OB 2A 5/3 1 MPS, 2 x VCS

3 3_1_1_3 CONTROL BLOCK OB 3A 5/3 2 2 x PSR, MPS,         
2 x 2 VCS

4 3_1_1_4 CONTROL BLOCK OB 4B 5/3 2 2 x PSR, CL, MPS,   
2 x 2 VCS, QE

5 3_1_1_5 CONTROL BLOCKS OB 5 5/3 1      
(2) EV

7 3_1_1_7 CONTROL BLOCKS OB7 5/3 2 MPS, 2 x 2 VCS

8 3_1_1_8 CONTROL BLOCK OB 8A 5/3 2 MPS, 2 x 2 VCS

10 3_1_1_10 CONTROL BLOCK OB 10 5/3 2 MPS, 2 x 2 VCS

14 3_1_1_14 CONTROL BLOCK OB 14 5/2 + SFV 2 MPS, 2 x 2 VCS, 
QE

15 3_1_1_15 CONTROL BLOCK OB 15 5/2 + SFV 1 MPS, 2 x VCS, QE

16 3_1_1_16 CONTROL BLOCK OB 16 5/3 1 MPS, 2 x VCS

17 3_1_1_17 CONTROL BLOCK OB 17 FLIP-FLOP 1      
(2)

18 3_1_1_18 CONTROL BLOCK OB 18 5/3 - 3 COILS 2 2 x PSR, MPS

21 3_1_1_21 CONTROL BLOCKS OB 21 5/2 + SFV 2 (2 x PSR), MPS,       
2 x 2 VCS, QE

22 3_1_1_22 CONTROL BLOCKS OB 22 5/2 + SFV 1      
(2)

(2 x PSR), MPS,       
2 x (2) VCS, QE

System:                                                                  
5/3 - filling of both cylinder chambers after 
emergency opening (throught central position)                  
5/2 + SFV - slow filling of actuator after 
emergency opening (SFV - slow filling valve)                 
FLIP - FLOP - one-coil operated valve               
5/3 - 3 c²vky - block for "WABCO" system

Vybaven²:                                                                                                                                         
PSR - pressure switch for reverse,                                                                                           
LC - lock control,                                                                                                                      
MPS - main pressure switch,                                                                                                         
VCS - valve for control speed,                                                                                                       
QE - quick exhaust (emergency),                                                                                                           
EV - emergency valve
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3

2

1

2

1

2

1

4

5 1

2

3

1

2 OB 1A

1

4.24.12.22.4 2.3 2.1

1.2

Type: Control block OB 1A

Used for the control of vehicles (buses) doors by means of pressure 
air. Pressure switch for signalization of pressure in system. Posibility 
of setting speed of door leaves by throttle valves for 2 valves. 
2 pressure switches for reverse signalization. Control of 2 door locks.
Pressure on both sides of cylinders after emergency opening.

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

150
130 10

15

2x
9

95

8x 6

46

81,7

24
6,

8

2
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4

51

2

3

1

2 OB 2A

1

1.2

2.1 4.1

Type: Control block OB 2A

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

For control of single doors by means of pressure air. It is equipped 
with pressure switch for checking system pressure (preset value 
6,3bar). The block includes throttle valves for control of door leaf 
motion speed. Its design ensures system discharge after the use of 
emergency valve, and subsequent filling both cylinder chambers 
(over and under the piston).

4x 6

16
5

14
5

10

10

2x
9

24
6,

8

103,3
84

50
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Type: Control block OB 3A

Used for the control of vehicles (buses) doors by means of pressure 
air. Pressure switch for signalization of pressure in system. Posibility 
of setting speed of door leaves by throttle valves for 2 valves. 
2 pressure switches for reverse signalization. Pressure on both 
sides of cylinders after emergency opening.

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

2

1

4

5 1

2

3

2

1

1

2 OB 3A

1

4.24.12.2

1.2

2.1

90,6

46
15

150
130

2x
9

10

6x 6

24
6,

8

81,7
2
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2

1

4

51

2

3

1

2

2

1

3

2

1

OB 4B
1

4.24.12.22.4 2.3 2.1

1.2

Type: Control block OB 4B

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

For control of double doors by means of pressure air. It is 
equipped with pressure switch for checking system pressure 
(preset value 6,3bar) and with 2 switches for reverse function 
(adjustable). The block includes throttle valves for control of door 
leaf motion speed. Its design ensures system discharge after the 
use of emergency valve, and subsequent filling both cylinder 
chambers (over and under the piston). It is equiped with valve for 
control 2 door locks and valves for quick exhaust at opening.

130
150

15
46

10

2x
9

95

8x 6

24
6,
8

81,7
2
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Working position: Arbitrary

Connection:

Medium connection: Plastic tube 6/4

2 x screwM4 throught the valve body

For control of single or dounle doors by means of pressure air. For use in
combination with any type of actuator.  v kombinaci se vġemi typy ovladaļŢ. 
It is integrated rotary emergency valve KDU, it is intended for use with 
another emergency valve. It can be equipped by switch for signalization of 
emrgency valve. It design ensures system discharge after  the use of 
emegency valve, and subsequent filling both cylinderchambers (both over 
and under the piston).

Function:

Type: Control blocks OB 5

1 2 3 4

Pos. Page Ord. Nr. Name

1 3_1_1_5_1 23303986 CONTROL BLOCK OB 5A

2 3_1_1_5_2 CONTROL BLOCK OB 5C

3 3_1_1_5_3 CONTROL BLOCK OB 5F

4 3_1_1_5_4 23306101 CONTROL BLOCK OB 5G
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1

2

3

3

2

15

4

OB 5 A

CLOSE OPEN

1

24

Design: Three-position valve with an integral 
twoposition emergency valve

Type:

Function:

Medium connection:

Connection:

Working position:

Nominal control voltage:

Nominal pressure: 

Control block OB 5 A

Control of single (double) doors,
integrated rotary emergency valve

Plastic tube 6/4

2 screws M4 through the valve body

Arbitrary

0,8 MPa

24V ss (DC)

40
62

2x
4,

5

66

6

5

24
6,

8

22
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1

2

3

3

2

15

4

OB 5C
1

24

Control block OB 5CType:

Function: For control of single or dounle doors by means of pressure air. For use in
combination with any type of actuator.  v kombinaci se vġemi typy ovladaļŢ. 
It is integrated rotary emergency valve KDU, it is intended for use with 
another emergency valve. It can be equipped by switch for signalization of 
emrgency valve. It design ensures system discharge after  the use of 
emegency valve, and subsequent filling both cylinderchambers (both over 
and under the piston).

Filtered, lubricated or non lubricated air

0,3 MPaMinimal pressure:

Working medium:

EMC:

Climatic design:

Degree of protection: IP 21, IP 65 if female connector is used

C3 ISO 9223

According to EN 50 082-2

Medium temperature: 0ÁC to +55ÁC

1 MPa

-40ÁC to +60ÁCEnvironment pressure:

Maximal pressure:

w = 6,3 on coilsConnectors:

 6 

 6 
 6 

 6
6 

 5 

 2
46

,8
 

 86,8 

 2x
4,5 

 22 

 10,2 
 M5  6 

 6 

Supplied versions
Nr. Ord. Nr. Type N P K S U [V]

1 23300741 OB 5C KP 24V 24

2 23300812 OB 5C KP 12V 12

3 23300813 OB 5C 12V 12

4 23300814 OB 5C 24V 24

5 23300897 OB 5C PS 24V 24

Accessories
N - connection to external 

emergency valve P - lever K - cap S - emergency use 
signalization
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1

2

3

3

2

15

4

OB 5C
1

24

For control of single or dounle doors by means of pressure air. For 
use in combination with any type of actuator. It is integrated rotary 
emergency valve KDU, it is intended for use with another 
emergency valve. It design ensures system discharge after  the use 
of emegency valve, and subsequent filling both cylinder chambers 
(both over and under the piston).

Control block OB 5C KP 24VType:

Function:

24 V DCNominal voltage:

 6 

 6 

 6
6 

 5 

 2
46

,8
 

 2x
4,5 

 
89

 

 73,8 

 6 

 22 
 40,5 

 
64

 

 4,5 
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1

2

3

3

2

15

4

OB 5C
1

24

For control of single or dounle doors by means of pressure air. For 
use in combination with any type of actuator. It is integrated rotary 
emergency valve KDU, it is intended for use with another 
emergency valve. It design ensures system discharge after  the use 
of emegency valve, and subsequent filling both cylinder chambers 
(both over and under the piston).

Control block OB 5C KP 12VType:

Function:

12 V DCNominal voltage:

 6 

 6 

 6
6 

 5 

 2
46

,8
 

 2x
4,5 

 
89

 

 73,8 

 6 

 22 
 40,5 

 
64

 

 4,5 
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1

2

3

3

2

15

4

OB 5C
1

24

For control of single or dounle doors by means of pressure air. For 
use in combination with any type of actuator. It is integrated rotary 
emergency valve KDU, it is intended for use with another 
emergency valve. It design ensures system discharge after  the use 
of emegency valve, and subsequent filling both cylinder chambers 
(both over and under the piston).

Control block OB 5C 12VType:

Function:

12 V DCNominal voltage:

 6 

 6 

 6
6 

 5 

 2
46

,8
 

 2x
4,5 

 73,8 

 6 

 22 

 
64
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3
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2
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4

OB 5C
1

24

For control of single or dounle doors by means of pressure air. For 
use in combination with any type of actuator. It is integrated rotary 
emergency valve KDU, it is intended for use with another 
emergency valve. It design ensures system discharge after  the use 
of emegency valve, and subsequent filling both cylinder chambers 
(both over and under the piston).

Control block OB 5C 24VType:

Function:

24 V DCNominal voltage:

 6 

 6 

 6
6 

 5 

 2
46

,8
 

 2x
4,5 

 73,8 

 6 

 22 

 
64
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For control of single or dounle doors by means of pressure air. For 
use in combination with any type of actuator. It is integrated rotary 
emergency valve KDU, it is intended for use with another 
emergency valve. It design ensures system discharge after  the use 
of emegency valve, and subsequent filling both cylinder chambers 
(both over and under the piston). It is equipped with switch for 
signalization of emergency valve.

Control block OB 5C PS 24VType:

Function:

24 V DCNominal voltage:

4 2

1

OB 5C

4

5 1

2

3

3

2

1

 6 

 6 

 6
6 

 5 

 2
46

,8
 

 2x
4,5 

 73,8  22 

 
64
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4

1

1

2

3

3

2

15

4

OB 5F

CLOSE OPEN

1

24

Control block OB 5FType:

Function: For control of single or dounle doors by means of pressure air. For use in
combination with any type of actuator.  v kombinaci se vġemi typy ovladaļŢ. 
It is integrated rotary emergency valve KDU, it is intended for use with 
another emergency valve. It can be equipped by switch for signalization of 
emergency valve use. It design ensures system discharge after  the use of 
emegency valve, and subsequent filling both cylinderchambers (both over 
and under the piston). It is equipped by switch for control pressure in  system.

Filtered, lubricated or non lubricated air

0,3 MPaMinimal pressure:

Working medium:

EMC:

Climatic design:

Degree of protection: IP 21, IP 65 if female connector is used

C3 ISO 9223

According to EN 50 082-2

Medium temperature: 0ÁC to +55ÁC

1 MPa

-40ÁC to +60ÁCEnvironment pressure:

Maximal pressure:

w = 6,3 on coilsConnectors:

 6 

 6 

 2
48

,8
 

 87,4 

 2x
4,5 

 6
6 

 5 

 6 

 6 

 22 
 32,2 

P - PRESSURE
SWITCH SETTING

Supplied versions
Nr. Ord. Nr. Type Lever S P 

[MPa]1 2

1 23300848 OB 5F P 24V 0,4

2 23306013 OB 5F2 P 24V 0,63

Accessories
L - lever S - emergency use 

signalization1 - one-wing 2 - two-wings
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For control of single or dounle doors by means of pressure air. For 
use in combination with any type of actuator. It is integrated rotary 
emergency valve KDU, it is intended for use with another 
emergency valve. It design ensures system discharge after  the use 
of emegency valve, and subsequent filling both cylinder chambers 
(both over and under the piston). It is equipped with switch for 
signalization of emergency valve manipulation and with pressure 
switch for control pressure in system.

Control block OB 5C PS 24VType:

Function:

24 V DCNominal voltage:

4

1

24

0,4 MPa
1

2

3

3

2

15

4

OB 5F
1

 6 

 6 

 2
48

,8
 

 87,4 

 2x
4,5 

 6
6 

 5 

 6 

 6 

 22 
 32,2 
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For control of single or dounle doors by means of pressure air. For 
use in combination with any type of actuator. It is integrated rotary 
emergency valve KDU, it is intended for use with another 
emergency valve. It design ensures system discharge after  the use 
of emegency valve, and subsequent filling both cylinder chambers 
(both over and under the piston). It is equipped with pressure switch 
for control pressure in system.

Control block OB5 F2 P 24VType:

Function:

24 V DCNominal voltage:

4

1

24

0,63 MPa
1

2

3

3

2

15

4

OB 5F
1

 6 

 6 

 2
48

,8
 

 87,4 

 2x
4,5 

 6
6 

 5 

 6 

 6 

 22 
 32,2 
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4

1

3

2

15

4

OB 5G

CLOSE OPEN

1

24

0,63 MPa

Control block OB 5GType:

Function: For control of single or dounle doors by means of pressure air. For use in
combination with any type of actuator.  It is intended for use with another 
emergency valve. It design ensures system discharge after  the use of 
emegency valve, and subsequent filling both cylinderchambers (both over 
and under the piston). It is equipped by switch for control pressure in  system.

Filtered, lubricated or non lubricated air

0,3 MPaMinimal pressure:

Working medium:

EMC:

Climatic design:

Degree of protection: IP 21, IP 65 if female connector is used

C3 ISO 9223

According to EN 50 082-2

Medium temperature: 0ÁC to +55ÁC

1 MPa

-40ÁC to +60ÁCEnvironment pressure:

Maximal pressure:

w = 6,3 on coilsConnectors:

 6
6 

 6 

 6 
 6 

 6 

 5 

 
4,5 

 96,1 

 2
46

,8
 

 22 
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0,3 MPaMinimum pressure:

Nominal pressure:

Medium temperature: 0ÁC to +55ÁC

1 MPa

-40ÁC to +60ÁCEnvironment temperature:

Maximum pressure:

Type: Control block OB 7

For control of double doors by means of pressure air.

0,8 MPa

Function:

Working medium: Filtered, lubricated or non-lubricated air

1 2

Pos. Page Ord. Nr. Name

1 3_1_1_15_1 23303987 CONTROL BLOCK OB 7

2 3_1_1_15_1 23304110 CONTROL BLOCK OB 7P

Page
3_1_1_7

http://www.pos.cz                                                                       Poliľsk® stroj²rny a.s.                                     BoŠiny 1145,  Poliľka 572 01, Czech Republic

MPS Door Parts Catalog                                                                   email: mps@pos.cz                                                                           tel.: +420 461 751 518

CONTROL BLOCKS OB7 

http://www.pos.cz


4

5 1

2

3

2

1

OB 7

S 4S 3S 2S 1

P

Type: Control block OB 7

For control of double doors by means of pressure air. It is 
equipped with pressure switch for checking system pressure 
(preset value 6,3bar). The block includes throttle valves for 
control of door leaf motion speed. Its design ensures system 
discharge after the use of emergency valve, and subsequent 
filling both cylinder chambers (over and under the piston). 

Function:

Connection: 4 screws M6 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

90

91,3

96

52
24

5x 6
3

28

11

10
10

68021
0,

4

4x 7

10
6,

5
78

,5
32
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4

5 1

2

3
2

1

4

5 1

2

3
OB 7P

S 4 S 3S 2S 1

P

Type: Control block OB 7

For control of double doors (separately operated) by means of 
pressure air. It is equipped with pressure switch for checking system 
pressure (preset value 6,3bar). The block includes throttle valves for 
control of door leaf motion speed. Its design ensures system 
discharge after the use of emergency valve, and subsequent filling 
both cylinder chambers (over and under the piston). 

Function:

Connection: 4 screws M6 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

 5x 6 

 101,7 

 40 
 90 

 29 

 11 

 10 

 2
03

,4
 

 1
06

 

 28 

 3
 

 4x
7 

 60 

 1
17

 
 8

9 

 4
4 
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4

51

2

3

1

2 OB 8A

1

4.24.12.22.1

1.2

0,3 MPaMinimum pressure:

Nominal pressure:

Electromagnetic compatibility:

Climatic design:

Degree of protection: IP 21, IP 65 if female connector is used

C3 ISO 9223

according to EN 50 082-2

Medium temperature: 0ÁC to +55ÁC

1 MPa

-40ÁC to +60ÁCEnvironment temperature:

Maximum pressure:

w = 6.3 on both coils and pressure switches

ArbitraryWorking position:

Connectors:

Type: Control block OB 7

For control of double doors by means of pressure air. It is equipped 
with pressure switch for checking system pressure (preset value 
6,3bar). The block includes throttle valves for control of door leaf 
motion speed. Its design ensures system discharge after the use of 
emergency valve, and subsequent filling both cylinder chambers 
(over and under the piston). 

0,8 MPa

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

Working medium: Filtered, lubricated or non-lubricated air

6x 6

16
5

10
14

5

2x 9

10

24
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8
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84
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5 1

2

3

OB 10
1

4.24.12.22.1

12

0,3 MPaMinimum pressure:

Nominal pressure:

Electromagnetic compatibility:

Climatic design:

Degree of protection: IP 21, IP 65 if female connector is used

C3 ISO 9223

according to EN 50 082-2

Medium temperature: 0ÁC to +55ÁC

1 MPa

-40ÁC to +60ÁCEnvironment temperature:

Maximum pressure:

w = 6.3 on both coils and pressure switches

ArbitraryWorking position:

Connectors:

Type: Control block OB 10

For control of double doors by means of pressure air. For use in 
combination with actuators. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 MPa). 
The block includes throttle valves for control of door leaf motion 
speed. Its design ensures system discharge after the use of the 
emergency valve, and subsequent filling both cylinder chambers 
(both over and under the piston).

0,8 MPa

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

Working medium: Filtered, lubricated or non-lubricated air

6

6

6

6 6

6
14

5

2x
9,5

9

86,4
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6,

8
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Page
3_1_1_1023304251 - CONTROL BLOCK OB 10 

http://www.pos.cz                                                                                                                                                                                                                    Poliļsk® stroj²rny a.s.                                                                                                                                                                          BoŚiny 1145, Poliļka 572 01, Czech Republic

MPS Door Parts Catalog                                                                                                                                                                                                          email: mps@pos.cz                                                                                                                                                                                                                tel.: +420 461 751 518

http://www.pos.cz
http://info.pos.cz/Katalog_mps_3_1/Steps/3_1_1_10.rar


0,3 MPaMinimum pressure:

Nominal pressure:

Electromagnetic compatibility:

Climatic design:

Degree of protection: IP 21, IP 65 if female connector is used

C3 ISO 9223

according to EN 50 082-2

Medium temperature: 0ÁC to +55ÁC

1 MPa

-40ÁC to +60ÁCEnvironment temperature:

Maximum pressure:

w = 6.3 on both coils and pressure switches

ArbitraryWorking position:

Connectors:

Type: Control block OB 14

0,8 MPa

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

Working medium: Filtered, lubricated or non-lubricated air

For control of doors by means of pressure air. For use in 
combination with actuators and with emergency slide valves. It is 
equipped with pressure switch for checking the system pressure 
(permanent set value 6.3 MPa). The block includes throttle valves 
for control of door leaf speed. Its design ensures slow filling of the 
system after the use of the emergency valve.

E1E2

OB 14
10

24222123

2
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0,3 MPaMinimum pressure:

Nominal pressure:

Medium temperature: 0ÁC to +55ÁC

1 MPa

-40ÁC to +60ÁCEnvironment temperature:

Maximum pressure:

Type: Control block OB 15

For control of single doors by means of pressure air.

0,8 MPa

Function:

Working medium: Filtered, lubricated or non-lubricated air

1 2

Pos. Page Ord. Nr. Name

1 3_1_1_15_1 23304644 CONTROL BLOCK OB 15 

2 3_1_1_15_2 23304803 CONTROL BLOCK OB 15A 
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Type: Control block OB 15

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

For control of single doors by means of pressure air. For use in 
combination with actuators and with emergency slide valves. It 
is equipped with pressure switch for checking the system 
pressure (permanent set value 6.3 MPa). The block includes 
throttle valves for control of door leaf speed. Its design ensures 
slow filling of the system after the use of the emergency valve.

E1E2

OB 15A
10

2221

2
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Type: Control block OB 15A

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

For control of single doors by means of pressure air. For use in 
combination with actuators and with emergency slide valves. It 
is equipped with pressure switch for checking the system 
pressure (permanent set value 6.3 MPa). The block includes 
throttle valves for control of door leaf speed. Its design ensures 
slow filling of the system after the use of the emergency valve.

E1E2
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3
1

2

12

2.1 4.1

1

OB 16

0,3 MPaMinimum pressure:

Nominal pressure:

Electromagnetic compatibility:

Climatic design:

Degree of protection: IP 21, IP 65 if female connector is used

C3 ISO 9223

according to EN 50 082-2

Medium temperature: 0ÁC to +55ÁC

1 MPa

-40ÁC to +60ÁCEnvironment temperature:

Maximum pressure:

w = 6.3 on both coils and pressure switches

ArbitraryWorking position:

Connectors:

Type: Control block OB 16

For control of single doors by means of pressure air. For use in 
combination with actuators. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 MPa). The 
block includes throttle valves for control of door leaf motion speed. 
Its design ensures system discharge after the use of the emergency 
valve, and subsequent filling both cylinder chambers (both over and 
under the piston).

0,8 MPa

Function:

Connection: 2 screws M8 through bracket

Medium connection: Tubes 6/4

Nominal voltage: 24V DC

Working medium: Filtered, lubricated or non-lubricated air

6

6
6

6

2x
9,5

9
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5
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8
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2
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2

1

3

2

1

1

2 4

OB 17

Connection:

Medium connection: Tubes 8/6

Screw M4 through body

Type:

Function:

Control block OB 17

For control of single or double doors by means
of pressure air. For use in combination with any 
type of actuator. Control block is one button (coil)
operated.

24V DCNominal voltage:

 8
0 

 
8 

 124 

 
8 

 
8 

 4
0 

 
82

,4
 

 
4,4 
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4

1

4 2

112

OB 18

Design: Three-position valve with an integral 
two-position valve for speed control

Type:

Function:

Medium connection:

Connection:

Nom. control voltage:

Control block OB 18 three coils operated

Control of single (double) doors, it can be  
equipped with 2 pressure switches for reverse 
force setting, and 1 switch for system pressure 
control. It includes a solenoid valve for control 
of speed of the controlled cylinder. It is 
designed for work together with emergency
valves.

Threads G 1/8"

2 screws M5 through the valve body

24V DC

14
0

98,8
60

2x 5,5

8

5xG1/8"
78

,893
,6

32

52
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X

E1E2

OB 21 B
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24222123
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2

12

1

Nominal voltage: 24V DC

For control of doors by means of pressure air. For use in combination with 
actuators and with emergency slide valves . It is equipped with pressure 
switch for checking the system pressure (permanent set value 6.3 MPa). 
The block includes throttle valves for control of door leaf speed. Its design 
ensures slow filling of the system after the use of the emergency valve.

Control block OB 21

Function:

Type:

3 screws M8 through bracket

Tubes 6/4;8/6Medium connection:

Connection:

 A 

 
A 

 
A

 

 B 

 
B 

 
B 

 99,8 

 
B 

 
B 

 2 

 3x 9 

 4
7 

 9
0 

 
B 

 R3 

 1
2,

2 
 9

0 

Supplied versions

Nr. Ord. Nr. Type Pressure 
switch q.

Coil h. 
type

Brack. 
type

Tube El. conn. 1BOSA B Pins.
1 23300787 ZA 1 180° H 8 6

2 23300785 B 3 180° H 8 6

3 23305999 ZD 1 90° H 6 6 8

4 23306000 OTD 3 90° H 6 6 8

5 23306022 OTD B 3 90° G 6 6 8

6 23306219 OTD BE 3 90° G 6 6 10

7 23306215 OTD E 3 90° H 6 6 10

8 23306216 ZD E 1 90° H 6 6 6

9 23306193 OTD W 3 90° H 6 6 10

10 23306194 ZD W 1 90° H 6 6 6

11 23306223 OTD B W 3 90° G 6 6 10

12 23306056 ZD DS 1 90° H 6 6 8

13 23306352 ZD E DS 1 90° H 6 6 10

Note: 1BOS - 1 Button operated switch

Coil holder type
90° 180°

Bracket type
H G
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X
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1
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For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa). The 
block includes throttle valves for control of door leaf 
speed. Its design ensures slow filling of the system after 
the use of the emergency valve.

Control block OB 21

Function:

Type:

Tubes 6/4;8/6Medium connection:
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1

For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa) and with 
2 switches for reverse function (adjustable). The block 
includes throttle valves for control of door leaf speed. Its 
design ensures slow filling of the system after the use of 
the emergency valve.

Control block OB 21

Function:

Type:

Tubes 6/4;8/6Medium connection:
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For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa). The 
block includes throttle valves for control of door leaf 
speed. Its design ensures slow filling of the system after 
the use of the emergency valve. The packing includes 
cable with 8-pin connector.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa) and with 
2 switches for for reverse funstion (adjustable). The block 
includes throttle valves for control of door leaf speed. Its 
design ensures slow filling of the system after the use of 
the emergency valve. The packing includes cable with 8-
pin connector.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa) and with 
2 switches for for reverse funstion (adjustable). The block 
includes throttle valves for control of door leaf speed. Its 
design ensures slow filling of the system after the use of 
the emergency valve. The packing includes cable with 8-
pin connector.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa) and with 
2 switches for for reverse funstion (adjustable). The block 
includes throttle valves for control of door leaf speed. Its 
design ensures slow filling of the system after the use of 
the emergency valve. The packing includes cable with 10-
pin connector.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa) and with 
2 switches for for reverse funstion (adjustable). The block 
includes throttle valves for control of door leaf speed. Its 
design ensures slow filling of the system after the use of 
the emergency valve. The packing includes cable with 10-
pin connector.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa). The 
block includes throttle valves for control of door leaf 
speed. Its design ensures slow filling of the system after 
the use of the emergency valve. The packing includes 
cable with 8-pin connector.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa) and with 
2 switches for for reverse funstion (adjustable). The block 
includes throttle valves for control of door leaf speed. Its 
design ensures slow filling of the system after the use of 
the emergency valve. The packing includes cable with 10-
pin connector. Version for low temperatures.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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OPEN CLOSE

For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa). The 
block includes throttle valves for control of door leaf 
speed. Its design ensures slow filling of the system after 
the use of the emergency valve. The packing includes 
cable with 6-pin connector. Version for low temperatures

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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OPEN CLOSE

2
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1

For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa) and with 
2 switches for for reverse funstion (adjustable). The block 
includes throttle valves for control of door leaf speed. Its 
design ensures slow filling of the system after the use of 
the emergency valve. The packing includes cable with 10-
pin connector. Version for low temperatures.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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OPEN CLOSE

For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa). The 
block includes throttle valves for control of door leaf 
speed. Its design ensures slow filling of the system after 
the use of the emergency valve. The packing includes 
cable with 8-pin connector and device for 1 button control.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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OPEN CLOSE

For control of doors by means of pressure air. For use in 
combination with actuators OK and with emergency slide 
valves. It is equipped with pressure switch for checking the 
system pressure (permanent set value 6.3 MPa). The 
block includes throttle valves for control of door leaf speed. 
Its design ensures slow filling of the system after the use 
of the emergency valve. The packing includes cable with 
10-pin connector and device for 1 button control.

Control block OB 21

Function:

Type:

Tubes 6/4Medium connection:
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Nominal voltage: 24V DC

For control of doors by means of pressure air. For use in combination with 
actuator and with emergency slide valves . It is equipped with pressure 
switch for checking the system pressure (permanent set value 6.3 MPa). 
The block includes throttle valves for control of door leaf speed. Its design 
ensures slow filling of the system after the use of the emergency valve.

Control block OB 22

Function:

Type:

3 screws M8 through bracket

Tubes 6/4;8/6Medium connection:

Connection:
X

E1E2

OB 22 B

10

4.1

2221

2

1

3

2

1 5

4

3

2

1

OPEN CLOSE

2

1

22212221

4.1

X

10

RIGHT WINGLEFT WING

X

E1E2

10

4.1

2221

3

2

1 5

4

3

2

1

OPEN CLOSE

2

1 1

2

CLOSEOPEN

1

2

3

4

51

2

3

1

2

21 22

10

E2 E1

 
A 

 
A

 

 B 

 
B 

 99,8 

 
B 

 
B 

 2 

Supplied versions

Nr. Ord. Nr. Type Pressure 
switch q.

Coil h. 
type

Block 
type

Tube El. conn. 1BOSA B Pins.
1 23300788 ZA 1 180° 1 8 6

2 23300786 B 2 180° 1 8 6

3 23305998 ZD 1 90° 1 6 6 8

4 23306024 ZD B 1 90° 1 6 6 8

5 23306218 ZD BE 1 90° 1 6 6 10

6 23306217 ZD E 1 90° 1 6 6 10

7 23306195 ZD W 1 90° 1 6 6 10

8 23306222 ZDB W 1 90° 1 6 6 10

9 23305403 R 3 180° 2 8 6

10 23306002 R OTD 3 90° 2 6 6 2x8

11 23306026 O OTD 3 90° 2 6 6 2x8

12 23306220 R OTD E 3 90° 2 6 6 2x10

13 23306221 O OTD E 3 90° 2 6 6 2x10

14 23306196 R OTD W 3 90° 2 6 6 2x10

15 23306225 O OTD W 3 90° 2 6 6 2x10

16 23306057 ZD DS 1 90° 1 6 6 8

17 23306351 ZD E DS 1 90° 1 6 6 10

Note: 1BOS - 1 Button operated switch

Coil holder type
90° 180°

Block type
1 - for 1 leaf door 2 - for 2 leaves door (individually controled)
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1

OPEN CLOSE

For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa). The block includes throttle valves for control of door 
leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve.

Control block OB 22

Function:

Type:

Tubes 6/4;8/6Medium connection:
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X

E1E2

OB 22 B

10

4.1

2221

2

1

3

2

1 5

4

3

2

1

OPEN CLOSE

2

1

For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa) and with switch for reverse function (adjustable).  
The block includes throttle valves for control of door leaf 
speed. Its design ensures slow filling of the system after 
the use of the emergency valve.

Control block OB 22

Function:

Type:

Tubes 6/4;8/6Medium connection:
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X
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1

OPEN CLOSE

For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa). The block includes throttle valves for control of door 
leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing 
includes cable with 8-pin connector.

Control block OB 22

Function:

Type:

Tubes 6/4Medium connection:
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1

OPEN CLOSE

For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa). The block includes throttle valves for control of door 
leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing 
includes cable with 8-pin connector.

Control block OB 22

Function:

Type:

Tubes 6/4Medium connection:
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OPEN CLOSE

For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa). The block includes throttle valves for control of door 
leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing 
includes cable with 10-pin connector.

Control block OB 22

Function:

Type:

Tubes 6/4Medium connection:
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OPEN CLOSE

For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa). The block includes throttle valves for control of door 
leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing 
includes cable with 10-pin connector.

Control block OB 22

Function:

Type:

Tubes 6/4Medium connection:
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OPEN CLOSE

For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa). The block includes throttle valves for control of door 
leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing includes 
cable with 10-pin connector. Version fo low temperatures.

Control block OB 22

Function:

Type:

Tubes 6/4Medium connection:
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OPEN CLOSE

For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa). The block includes throttle valves for control of door 
leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing includes 
cable with 10-pin connector. Version fo low temperatures.

Control block OB 22

Function:

Type:

Tubes 6/4Medium connection:
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For control of two leave doors (individualy controled) by 
means of pressure air. For use in combination with actuators 
OK and with emergency slide valves. It is equipped with 
pressure switch for checking the system pressure 
(permanent set value 6.3 MPa) and with 2 switches for 
reverse function (adjustable). The block includes throttle 
valves for control of door leaf speed. Its design ensures slow 
filling of the system after the use of the emergency valve. 
The packing includes 2 cables with 8-pin connector.

Control block OB 22 R

Function:

Type:

Tubes 6/4Medium connection:
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For control of two leave doors (individualy controled) by 
means of pressure air. For use in combination with actuators 
OK and with emergency slide valves. It is equipped with 
pressure switch for checking the system pressure 
(permanent set value 6.3 MPa) and with 2 switches for 
reverse function (adjustable). The block includes throttle 
valves for control of door leaf speed. Its design ensures slow 
filling of the system after the use of the emergency valve. 
The packing includes 2 cables with 8-pin connector.

Control block OB 22 R

Function:

Type:

Tubes 6/4Medium connection:
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For control of two leave doors (individualy controled) by 
means of pressure air. For use in combination with actuators 
OK and with emergency slide valves. It is equipped with 
pressure switch for checking the system pressure (permanent 
set value 6.3 MPa) and with 2 switches for reverse function 
(adjustable). The block includes throttle valves for control of 
door leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing includes 2 
cables with 8-pin connector.

Control block OB 22 O

Function:

Type:

Tubes 6/4Medium connection:
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For control of two leave doors (individualy controled) by 
means of pressure air. For use in combination with actuators 
OK and with emergency slide valves. It is equipped with 
pressure switch for checking the system pressure 
(permanent set value 6.3 MPa) and with 2 switches for 
reverse function (adjustable). The block includes throttle 
valves for control of door leaf speed. Its design ensures slow 
filling of the system after the use of the emergency valve. 
The packing includes 2 cables with10-pin connector.

Control block OB 22 R

Function:

Type:

Tubes 6/4Medium connection:
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For control of two leave doors (individualy controled) by 
means of pressure air. For use in combination with actuators 
OK and with emergency slide valves. It is equipped with 
pressure switch for checking the system pressure (permanent 
set value 6.3 MPa) and with 2 switches for reverse function 
(adjustable). The block includes throttle valves for control of 
door leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing includes 2 
cables with10-pin connector.

Control block OB 22 O

Function:

Type:

Tubes 6/4Medium connection:
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For control of two leave doors (individualy controled) by 
means of pressure air. For use in combination with actuators 
OK and with emergency slide valves. It is equipped with 
pressure switch for checking the system pressure (permanent 
set value 6.3 MPa) and with 2 switches for reverse function 
(adjustable). The block includes throttle valves for control of 
door leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing includes 2 
cables with10-pin connector. Version for low temperatures.

Control block OB 22 R

Function:

Type:

Tubes 6/4Medium connection:
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For control of two leave doors (individualy controled) by 
means of pressure air. For use in combination with actuators 
OK and with emergency slide valves. It is equipped with 
pressure switch for checking the system pressure (permanent 
set value 6.3 MPa) and with 2 switches for reverse function 
(adjustable). The block includes throttle valves for control of 
door leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing includes 2 
cables with10-pin connector. Version for low temperatures.

Control block OB 22 O

Function:

Type:

Tubes 6/4Medium connection:
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For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa). The block includes throttle valves for control of door 
leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing includes 
cable with 8-pin connector and device for 1 button control.

Control block OB 22

Function:

Type:

Tubes 6/4Medium connection:
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For control of one leaf doors by means of pressure air. For 
use in combination with actuators OK and with emergency 
slide valves. It is equipped with pressure switch for 
checking the system pressure (permanent set value 6.3 
MPa). The block includes throttle valves for control of door 
leaf speed. Its design ensures slow filling of the system 
after the use of the emergency valve. The packing includes 
cable with 10-pin connector and device for 1 button control.

Control block OB 22

Function:

Type:

Tubes 6/4Medium connection:

 
6 

 
6 

 
6 

 99,8 

 6 

 6 
 9

0 
 4

7 

 2 

 9
7,

9 

 35° 

Page
3_1_1_22_17

http://www.pos.cz                                                                       Poličské strojírny a.s.                                     Bořiny 1145,  Polička 572 01, Czech Republic

MPS Door Parts Catalog                                                                   email: mps@pos.cz                                                                           tel.: +420 461 751 518

23306351 - CONTROL BLOCK OB 22 ZD E DS

http://www.pos.cz
http://info.pos.cz/Katalog_mps_3_1/Steps/3_1_1_22_17.rar

	EN3
	EN3_1
	EN3_1_1
	EN3_1_1_1
	List1(2)
	Pohled výkresu7
	Pohled výkresu8
	Pohled výkresu9


	EN3_1_1_2
	List1(2)
	Pohled výkresu13
	Pohled výkresu14
	Pohled výkresu15
	Pohled výkresu16


	EN3_1_1_3
	List1(2)
	Pohled výkresu16
	Pohled výkresu17
	Pohled výkresu18


	EN3_1_1_4
	List1(2)
	Pohled výkresu7
	Pohled výkresu8
	Pohled výkresu9


	EN3_1_1_5
	EN3_1_1_5_1
	List1(2)
	Pohled výkresu4
	Pohled výkresu5
	Pohled výkresu8


	EN3_1_1_5_2
	EN3_1_1_5_2_1
	List1(2)
	Pohled výkresu20
	Pohled výkresu21
	Pohled výkresu22


	EN3_1_1_5_2_2
	List1(2)
	Pohled výkresu20
	Pohled výkresu21
	Pohled výkresu22


	EN3_1_1_5_2_3
	List1(2)
	Pohled výkresu22
	Pohled výkresu23
	Pohled výkresu24


	EN3_1_1_5_2_4
	List1(2)
	Pohled výkresu22
	Pohled výkresu23
	Pohled výkresu24


	EN3_1_1_5_2_5
	List1(2)
	Pohled výkresu22
	Pohled výkresu23
	Pohled výkresu24


	List1(2)
	Pohled výkresu10
	Pohled výkresu11
	Pohled výkresu12
	Pohled výkresu13
	Pohled výkresu14
	Pohled výkresu15
	Pohled výkresu17


	EN3_1_1_5_3
	EN3_1_1_5_3_1
	List1(2)
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31
	Pohled výkresu32


	EN3_1_1_5_3_2
	List1(2)
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31
	Pohled výkresu32



	EN3_1_1_5_4
	List1(2)
	Pohled výkresu36
	Pohled výkresu37
	Pohled výkresu39



	EN3_1_1_7
	EN3_1_1_7_1
	List1(2)
	Pohled výkresu5
	Pohled výkresu6
	Pohled výkresu7
	Pohled výkresu8


	EN3_1_1_7_2
	List1(2)
	Pohled výkresu13
	Pohled výkresu14
	Pohled výkresu15
	Pohled výkresu16



	EN3_1_1_8
	List1(2)
	Pohled výkresu7
	Pohled výkresu8
	Pohled výkresu9
	Pohled výkresu10


	EN3_1_1_10
	List1(2)
	Pohled výkresu5
	Pohled výkresu6
	Pohled výkresu7
	Pohled výkresu8


	EN3_1_1_14
	List1(2)
	Pohled výkresu12
	Pohled výkresu13
	Pohled výkresu14
	Pohled výkresu15


	EN3_1_1_15
	EN3_1_1_15_1
	EN3_1_1_15_2

	EN3_1_1_16
	List1(2)
	Pohled výkresu5
	Pohled výkresu6
	Pohled výkresu7
	Pohled výkresu12


	EN3_1_1_17
	List1(2)
	Pohled výkresu9
	Pohled výkresu10
	Pohled výkresu11
	Pohled výkresu12


	EN3_1_1_18
	List1(2)
	Pohled výkresu5
	Pohled výkresu6
	Pohled výkresu7
	Pohled výkresu8


	EN3_1_1_21
	EN3_1_1_21_1
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31


	EN3_1_1_21_2
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31


	EN3_1_1_21_3
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31


	EN3_1_1_21_4
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31


	EN3_1_1_21_5
	List1(2)
	Pohled výkresu31
	Pohled výkresu36
	Pohled výkresu37
	Pohled výkresu38


	EN3_1_1_21_6
	List1
	Pohled výkresu32
	Pohled výkresu33
	Pohled výkresu34
	Pohled výkresu35


	EN3_1_1_21_7
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31


	EN3_1_1_21_8
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31


	EN3_1_1_21_9
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31


	EN3_1_1_21_10
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31


	EN3_1_1_21_11
	List1(2)
	Pohled výkresu31
	Pohled výkresu36
	Pohled výkresu37
	Pohled výkresu38


	EN3_1_1_21_12
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31


	EN3_1_1_21_13
	List1(2)
	Pohled výkresu28
	Pohled výkresu29
	Pohled výkresu30
	Pohled výkresu31



	EN3_1_1_22
	EN3_1_1_22_1
	List1(2)
	Pohled výkresu46
	Pohled výkresu47
	Pohled výkresu48
	Pohled výkresu49


	EN3_1_1_22_2
	List1(2)
	Pohled výkresu50
	Pohled výkresu51
	Pohled výkresu52
	Pohled výkresu53


	EN3_1_1_22_3
	List1(2)
	Pohled výkresu46
	Pohled výkresu47
	Pohled výkresu48
	Pohled výkresu49


	EN3_1_1_22_4
	List1(2)
	Pohled výkresu46
	Pohled výkresu47
	Pohled výkresu48
	Pohled výkresu49


	EN3_1_1_22_5
	List1(2)
	Pohled výkresu46
	Pohled výkresu47
	Pohled výkresu48
	Pohled výkresu49


	EN3_1_1_22_6
	List1(2)
	Pohled výkresu46
	Pohled výkresu47
	Pohled výkresu48
	Pohled výkresu49


	EN3_1_1_22_7
	List1(2)
	Pohled výkresu46
	Pohled výkresu47
	Pohled výkresu48
	Pohled výkresu49


	EN3_1_1_22_8
	List1(2)
	Pohled výkresu46
	Pohled výkresu47
	Pohled výkresu48
	Pohled výkresu49


	EN3_1_1_22_9
	List1(2)
	Pohled výkresu15
	Pohled výkresu16
	Pohled výkresu17
	Pohled výkresu18


	EN3_1_1_22_10
	List1(2)
	Pohled výkresu19
	Pohled výkresu20
	Pohled výkresu21
	Pohled výkresu22


	EN3_1_1_22_11
	List1(2)
	Pohled výkresu31
	Pohled výkresu32
	Pohled výkresu33
	Pohled výkresu34


	EN3_1_1_22_12
	List1(2)
	Pohled výkresu19
	Pohled výkresu20
	Pohled výkresu21
	Pohled výkresu22


	EN3_1_1_22_13
	List1(2)
	Pohled výkresu31
	Pohled výkresu32
	Pohled výkresu33
	Pohled výkresu34


	EN3_1_1_22_14
	List1(2)
	Pohled výkresu19
	Pohled výkresu20
	Pohled výkresu21
	Pohled výkresu22


	EN3_1_1_22_15
	List1(2)
	Pohled výkresu31
	Pohled výkresu32
	Pohled výkresu33
	Pohled výkresu34


	EN3_1_1_22_16
	List1(2)
	Pohled výkresu46
	Pohled výkresu47
	Pohled výkresu48
	Pohled výkresu49


	EN3_1_1_22_17
	List1(2)
	Pohled výkresu46
	Pohled výkresu47
	Pohled výkresu48
	Pohled výkresu49







	save: 
	1: 
	0: 


	PREVIOUS: 
	NEXT: 
	NEXT SECT: 
	PREV SECT: 
	LEVEL UP: 
	TOP LEVEL: 
	GoTo: 
	0: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	8: 
	9: 
	10: 
	11: 
	12: 
	13: 
	14: 




