VYROBNI OBOR MERICI A CERPACI TECHNIKA

SKLOPNE SCHODY
FOLDING STAIRS

SCHS

SCHODY JSOU DODAVANY VE DVOU ZAKLADNICH VARIANTACH SE 4-mi NEBO 5-ti STUPNI
DALSIi VARIANTY JE MOZNE ZAJISTIT PO KONZULTACI.

Sklopné schody slouzi k pfechodu z ocelovych konstrukci lavek na horni ¢ast autocisteren
a zelezniCnich cisteren. Svoji konstrukci zajistuji bezpecny prechod pro obsluhujici
personal.

Schody jsou vyrobeny z ocelovych profil(i. Povrchova ochrana schodt je feSena zarovym
zinkovanim nebo ochrannym natérem. Schody jsou vzdy osazeny bezpeénostnim
zabradlim. Pro vétSi bezpecnost obsluhy mohou byt osazeny i bezpenostnim kosem.

V parkovaci poloze jsou schody bezpetné aretovany. V pfipadé pozadavku je mozné
schody vybavit ¢idlem parkovaci polohy. Pro minimalizaci narok(l na prostor (omezeni
prGjezdného profilu), jsou schody konstruovany bez prvniho pevného schodu (sklapi se
vS8echny stupné).

Schody se montuji na ocelovou konstrukci pochlzné lavky. Pro montaz slouzi osm otvord o
prdméru 18 mm s rozte¢i 120x70mm. Snadnou obsluhu schodl (sklapéni a vyklapéni)
zajiStuje pomocna pruzina.
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THE STAIRS ARE DELIVERED IN TWO BASIC VERSIONS, 4-STEP OR 5-STEP.
OTHER VERSIONS CAN BE PROVIDED AFTER CONSULTATION

Folding Stairs serve for passing from steel constructions of gate operating platform
to the upper part of tank trucks and tank wagons. Thanks to their structure, they
ensure a safe passage for operators.
The stairs are made of steel profiles. Surface protection of the stairs is ensured with
a hot-dip galvanisation treatment or with a protective coating. The stairs are always
fitted with a safety railing system. For still a greater safety of operators they can be
equipped with a safety cage as well. The stairs are safely blocked if they are in their
parking position.
If required, it is possible to equip the stairs with a parking position sensor. For
minimisation of spatial demands (clearance profile limitation), the stairs are
constructed without the first firm step (i.e. all the steps are folded).
The stairs are installed on the steel construction of the ascendable gate operating platform. The assembly is carried out with the
use of eight holes (their diameter being 18 mm, pitch 120x70 mm). An easy operation of the stairs (folding in/out) is ensured with an
auxiliary spring.
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ZPUSOB ZNACENi A OBJEDNANi SCHODU
METHOD OF IDENTIFICATION AND ORDERING OF THE STAIRS

SCHS A X Y Z

SCHS A X
TYP POVRCHOVA OCHRANA  POCET STUPNU SCHODU
TYPE SURFACE PROTECTION NUMBER OF STAIR STEPS
1-Zarovy zinek 4 nebo 5
hot-dip galvanisation 4or 5

2-specialni chemicky natér
special chemical coating

4- STUPNOVE
4-STEP STAIRS

NEJVYSSi POLOHA

THE HIGHEST POSITION

NEJNIZSi POLOHA
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THE LOWEST POSITION
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: +420 461 751 549

E-mail: hefa@pos.cz

Y Z
OCHRANNY KOS ¢ioLo
PROTECTION BASKET PARKOVACi POLOHY
0-neni /none PARKING POSITION
1-rozmér /dimension SENSOR

1400x1400 mm 0O-neni /none
1-ano /yes

5-ti STUPNOVE
5-STEP STAIRS

NEJVYSSi POLOHA
THE HIGHEST POSITION

NEJNIZSi POLOHA
THE LOWEST POSITION
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